
SZT-8016 / SZT-8008 / SZT-8004

Model SZT2004 SZT2008 SZT2016 

Video Format PAL / NSTC 

Video Format H.264 Compression 

Video Input BNC 4 Input / 1 Output BNC 8 Input / 1 Output BNC 16 Input / 1 Output 

VGA Resolution Support up to 1920 x 1080 @ 60Hz  

Audio Format  G.726 8Kx16bit ADPCM Mono 

Audio Input RCA 4 Input / 1 Output RCA 8 Input / 1 Output RCA 16 Input / 1 Output 

Alarm Type Motion detection, Sensor Input, Relay Output , Video Lost 

Sensor In/Out 4CH Input / 1CH Output 4CH Input / 1CH Output 4CH Input / 1CH Output 

Display Frame Rate Each Channel PAL：25 FPS, NTSC：30 FPS 

Playback Resolution 
PAL：CIF(352×288)        NTSC：CIF(352×240) 

PAL：D1 (704x576)        NTSC：D1 (704x480) 

Record Frame Rate 

PAL：100 FPS @ CIF 

PAL：50 FPS @  D1 

NTSC：120 FPS @ CIF 

NTSC： 60 FPS @  D1 

PAL：200 FPS @ CIF 

PAL： 100 FPS @  D1 

NTSC：240 FPS @ CIF 

NTSC：120 FPS @  D1 

PAL：400 FPS @ CIF 

PAL：200 FPS @  D1 

NTSC：480 FPS @ CIF 

NTSC：240 FPS @  D1 

Record method 

Power-on Auto Record, Schedule Record 

(Manual Record, Motion Detection, Sensor Trigger) 

Support Privacy Mask (Mosaic) 

HDD Interface 
SATA Interface support 

2000GB 

SATA Interface support 

2000GB 

SATA Interface support 

2TB x 3 

Network Protocol TCPIP/ DHCP / DNNS / PPPoE / E-Mail 

Network Function 
IE Browser Live Monitor, Configuration, Download Video, Playback, and Mobile Phone 

Surveillance 

USB 2.0 Interface Mouse / Potable Mobile HDD/ Flash Drive/ DVD Burner/ Firmware Upgrade 

Playback method Normal Play, Fast Forward, Backward, Single Step 

Network Interface RJ45 10M/ 100M Ethernet Auto Detect  

PTZ Protocol PELCO-P ,PELCO-D, Samsung, Panasonic…etc 

Video Backup AVI, MPEG4 or H.264 Raw 

Power Adapter DC 12V Adapter/3A 

consumption 10~15W  

Temperature 10℃~+40℃  

 

Dimension 320(W) x 224 (D) x 52 (H) mm 490(W)x320(D)x130(H) mm 

Product Specification
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